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FocalLens/ Pixel Size

Nadir PAN 80 mm f 1/5.6 

Nadir RGB and NIR 40 mm f 1/5.6

Oblique Sensor Heads 120 mm f 1/5.6

Frame Format / Pixel Size

Nadir PAN 13470 * 8670 5.2 µm  

Nadir RGB and NIR 6735  * 4335 5.2 µm  

Oblique  Sensor Heads 10300 * 7700 5.2 µm 

Fwd/Bwd/Left/Right



FocalLens/ Pixel Size

Nadir RGB 80 mm f 1/5.6

NIR 40 mm f 1/5.6

Oblique Sensor Heads 120 mm f 1/5.6

Frame Format / Pixel Size

Nadir RGB 10300 * 7700 5.2 µm  

Nadir RGB and NIR 6735  * 4335 5.2 µm  

Oblique  Sensor Heads 10300 * 7700 5.2 µm 

Fwd/Bwd/Left/Right





Oblique View

Salzburg, @ 750 m

GSD5 cm  to  8  cm 







Nadir and Oblique











X Y Z phi omega kappa

ECCA C4 158,0382 -112,8951 113,1829 0,1523 -49,9985 -0,0826

ECCA C5 69,8002 -77,0879 91,6587 -49,9297 0,0108 -0,0087

ECCA C6 -6,1004 -151,1954 27,9638 50,0419 -0,0544 0,0406

ECCA C7 -68,4033 -48,4339 -48,361 0,1203 50,0065 0,1324























Incorporation of Automatically Created Water Mask
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De-Hazing for Varying Atmospheric Conditions
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Simultaneous Oblique and Nadir Color Balancing

Raw Balanced



Powerful De-Hazing of Oblique Images



Powerful De-Hazing of Oblique Images


